The mass flow of air through an opening in a well-mixed compartment fire can be calculated with a simple expression. Similar simple models are lacking for the stratified pre-flashover case. Usually an advanced computer model is required to calculate the mass flow through an opening in a pre-flashover compartment fire. However, two equations for the opening mass flow through an opening are presented and evaluated in this paper.
The presented equations are predominantly valid for temperatures above 200°C and predictions with the equations are shown to be within 10% of results from computer simulations and experimental measurements. The equations can also be combined with existing plume models in order to give an estimate of the hot layer height in a compartment fire with a predefined heat release rate. 
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INTRODUCTION
Pre-flashover fires are usually described as the stratified case or the two-zone model [1] . This stage in fire development is characterized by having two distinct layers or zones: one upper layer consisting of hot gases and one lower layer consisting of cooler ambient air (see Fig. 1 ). At flashover there will be a transition from the stratified stage to a well-mixed stage the so-called post-flashover fire. The maximum mass flow of air through an opening in a post-flashover compartment fire can be calculated with the following simple expression.
! ! is commonly referred as the ventilation factor and was first recognised by Kawagoe [2] to be proportional to the air flow through openings. Where ! is the opening area, ! is the opening height and is a constant that have been found to vary between 0.4 and 0.6 [3] but is usually assigned to be 0.5 [1, 4] . Equation 1 is valid for the well-mixed case and when the hot gas temperature is exceeding 300°C, which is definitely the case for fully developed post-flashover fires. However, there is no similar simple expression for calculating the mass flow entering or leaving a pre-flashover fire. Quintiere and Wang have recently presented some expressions based on numerical studies [5, 6] which have shown to give good precitions of vent flows. These are based on a point source assumption and requires knowledge of the gas temperature. The latter results in the expressions not beeing applicable for engineering purposes in the same manner as Eq. 1. It would therefore be desirable to develop a expression similar to Eq. 1 for the pre-flashover fire. That kind of expression would be useful in fire safety design of buildings or in fire investigations in order to get a first estimate before any more complex and more time consuming efforts or calculations are made. More specifically, it could be used to get an estimate of the hot layer height with the help of a mass balance and existing plume models. This would be valuable since, to the knowledge of the authors, no such simple method exists. 1 illustrates the two-zone model, which has been found to give a good estimation of the conditions within a small or medium sized compartment (e.g. residental rooms, offices, or small industrial units) in a pre-flashover fire [1] . The basic assumption of the two-zone model is that the compartment can be divided into two distinctly different zones or layers. The interface between the two layers is located at the height ! above the floor. This height is referred to the height of thermal discontinuity [3] or the hot layer height [1] . The neutral plane, ! , is defined as the height above a given reference (e.g. the floor) where the pressure difference is zero. The upper and lower layers are assumed to have a uniform temperatures in Kelvin, ! and ! , and densities, ! and ! . There will be an inflow of gases, ! , from the sill to ! and an outflow of gases, ! , from ! to the soffit ! . The two-zone assumption is predominantly valid when the compartment length/width and width/height relation is less than 3 together with a compartment width/height relation of at least 0.4 [7] . The hot layer will in most cases be situated at a height of between 0 and 60% of ! above the sill [3, 8] and the neutral plane will be located above ! .
THEORY
For the horizontal flow through a doorway or window (as illustrated in Fig. 1 ) will the height to the neutral plane, hot layer height and mass flow depend on each other. There are no analytical solutions available for these; instead it is necessary to perform iterations of these variables with the help of mathematical expression for the mass flows ( ! and ! ).
The speed of the gases leaving the compartment, ! , at a distance, z, from the neutral plane can be expressed in the following form with the help of Bernoulli's equation [1] .
The mass flow leaving the compartment can be calculated by integrating over the opening width from the neutral plane to the opening soffit. This results in the following expression for ! [1] :
Where ! is the flow coefficient and is the width of the door. The flow coefficient has been found to be approximately 0.68 for the inflow and 0.73 for the outflow [9] , but is commonly assumed to be 0.7 for both in-and outflow [1] . The mass flow of ambient air entering the compartment can be calculated by integrating over the opening width from the neutral plane to the opening sill. This integration results in the following expression for ! .
A complete description of how Eq. 3 and 4 are derived can be found in e.g. Enclosure Fire Dynamics [1] and the mass flow in and out of the openings is discussed in several textbooks in the field [8, 10] . Equations 3 and 4 have been shown to give good predictions compared to experiments [11, 12] . For a stationary burning fire there will be a mass balance in the compartment.
The mass flow from the fuel, ! , will in most cases be in the order of a couple of percent or less of ! . Consequently, it can be assumed that:
With this assumption Eq. 3 and 4 can be used and the following expression for the dependence of H N and H D can be derived.
Rockett [3] simplified Eq. 5 even further by introducing the following dimensionless variables:
This will results in the following equation:
The relationship between D and N in Eq. 6 can be found via iteration for certain values of T g /T a . This relationship has been presented by Rockett [3] and is also shown in Fig. 2 . It can be seen in Fig. 2 that N will be rather independent of T g /T a when D > 0.7.
A NEW RELATIONSHIP FOR OPENING MASS FLOW IN PRE-FLASHOVER FIRES
In order to study how D relates to the mass flow in the opening, further iteration for additional values of T g /T a have been conducted at Lund University. The relationship between ! and D for different temperatures has been derived with Eq. 3 and the data presented in Fig. 2 . This relationship is illustrated in Fig. 3 where the y-axis is a dimensionless expression of the mass flow.
. 
Equation 7 can be rewritten into the following equation:
The regression fit in Fig. 3 is optimized for T g /T a = 1.7 and the coefficient of determination (R 2 ) is slightly more than 0.99, which is considered to be very good. The regression line was optimized for T g /T a =1.7 because it is considered to correspond to a typical pre-flashover temperature and it also gives a fairly good fit to the curves for T g /T a ≥ 1.5 as can be seen in Fig 3. Equation 8 is considered to be valid for the stratified case (D > 0.3) and when the hot layer temperature is above roughly 200°C. If standard values for C d = 0.7, g = 9.81 m/s 2 and ρ a = 1.2 kg/m 3 are used will the constant in Eq. 8 be 0.684 and it can be rewritten as follows.
The mass flow for D < 0.3 can be described with another linear expression (see Fig. 4 ). 
Equation 10 is similar to Eq. 1 but Eq. 10 is valid for a interval of D. Equation 1 is valid for temperatures above 300°C [1] (T g /T a >2.5) and as the hot layer descends to the floor, i.e. D approaches 0, will Eq. 10 and Eq.1 give almost the same result.
Equations 9 and 10 are expressions that represent the theoretical relationship in Eq. 6, but the linear approximation introduces an error that is important to quantify. This error is presented in Fig. 5 as the differance between the calcuated mass flows with Eq. 9 and 10 and the mass flows given in Fig. 3 , expressed in percentage, for a range of different temperature ratios. It is clear from Fig. 5 that the error in Eq. 9 for temperatures above 170°C (T g /T a >1.5) is less than 10% in the interval 0.4 < D < 0.65. For temperatures above 220°C (T g /T a > 1.67) will the error in Eq. 9 and 10 be less than 10% compared to the theoretical relations when D < 0.7. The error increases rapidly for D > 0.7 since the absolute values are low.
Equations 9 and 10 are expressions that have been derived from theory based on several assumptions and approximate curve fits. The two-zone approximation holds several assumptions [1, 13] but has been shown to give good estimates of hot layer temperatures and heights [14] . Nevertheless, in order to determine the usability of the derived expressions it is considered necessary to conduct a evaluation.
EVALUATION
The focus of the evaulation is on Eq. 9 because it applies to the interval D < 0.7 and D > 0.3 in which the practical application of the equations is considered to lie. The evaluation is conduted by investigating how well predictions with Eq. 9 corresponds with more advanced calculation methods and experimental results from stationary pre-flashover fires. Three different sources of data have been used in the evaulation:
• Data from simulations in the two-zone model CFAST [15] .
• Data from simulations in the CFD model FDS [16] .
• Data from actual experiments performed by Steckler et al. [11] .
The simulated and measured hot layer heights (H D ) have been used in Eq. 9 to derive a mass flow that in turn is compared to a simulated or measured mass flow. No specific preferences have been made when choosing the compartment geometry and heat release rate other than giving a reasonable range of a typical stationary pre-flashover scenario.
Simulation data from CFAST
CFAST is a two-zone fire model developed at NIST [15] . CFAST is used to calculate smoke spread and temperature throughout compartments in a building during a fire. The compartments can range from about 1 m 3 to large spaces on the order of 1000 m 3 [15] . CFAST typically over-predicts hot layer temperatures and hot layer depths slightly, but the predictions are mostly within 10-20 % of the experimental measurements [17] .
Nine simulations have been performed in CFAST6.2 where the heat release rate (HRR), room size and opening size have been varied (see Table 1 ). The wall and ceiling material consisted of 0.15 m thick concrete and the Heskestad plume correlation [19] was used in all simulations. The mass flow exiting the room in CFAST have been compared to the mass flow calculated with Eq. 9. The ratio between the calculated mass flow with Eq. 9 and the calculated mass flow with CFAST is provided in Table 1 . 
Simulation data from FDS
FDS is a computational fluid dynamics (CFD) model for fire-driven fluid flows. The Navier-Stokes equations are solved numerically in FDS [16] . FDS has, just like CFAST, been shown to give predictions of hot layer depth and temperatures that fall within the bounds of the experimental uncertainty [20] .
Seven simulations have been performed in FDS5 where the heat release rate, room size and opening size have been varied (see Table 2 ). The wall and ceiling consisted of 0.10 m thick concrete. The mass flows exiting the room in FDS have been compared to the mass flow calculated with Eq. 9. The ratio between the predicted mass flow with Eq. 9 and the calculated mass flow with FDS is provided in Table 2 . The hot layer height and average hot layer temperature have been recorded in the opening with the help of the "layer height" and "upper temperature" functions in FDS, which are based on the two-layer reduction method [16, 21] . There are fundamental differences between the calculation procedure of FDS and the assumptions of Eq. 9, but still were the predictions of mass flow with Eq. 9 within 8% of the mass flow calculated with FDS.
Data from experiments by Steckler et al.
Eleven experiments from a well-know experimental series performed at the National Bureau of Standards by Steckler et al [11] were used in this evaluation. The experiments have been performed in a square room with the side 2.8 m and 2.18 m height. The mass flow in the opening was calculated from velocity measurements with bi-directional probes and temperature measurements with thermocouples. The hot layer interface was estimated with the help of temperature measurements. Steckler et al [11] varied the fire size and location in the room, but in this analysis only the experiments with the fire source in the centre of the room and with a door opening were used. Despite that the HRR and temperatures were rather low in the experiments, Eq. 9 predicted the mass flow within 13% compared to the experimental data. As can be seen in Table 3 , there was a variation in the experimental measurements. Some of the experiments had the same experimental setup but there was still a difference of more than 10% in the hot layer height, which gives an indication of the uncertainties in the experiments.
Summary of evalution
A graphical presentation of the performed evaluation is presented in Fig. 6 . The predictions with Eq. 9 were within 13% of the simulation and experimental results and for the majority of the studied scenarios it was less than 5%. In an evaluation study of six experimental series condcuted by NRC [18] the relative expanded uncertainty (95% confidence interval) for estimates of hot layer depth ranged from 6% to 35%. In the light of this are the predictions with Eq. 9 considered to be good.
PRACTICAL USE OF THE RELATIONSHIP
The obvious application of Eq. 9 is to use it to estimate the mass flow of gases leaving a compartment in a case when the hot layer height is known. However, it could also be used in estimating the hot layer height or hot layer temperature. .
Hot layer height
There are currently no simple engineering tool to estimate the hot layer height in a compartment fire. When a fire with a constant heat release rate has formed a stationary hot layer there will be a mass balance between the plume mass flow entering the hot layer, ! , and the mass flow leaving the compartment, ! . Several empirical correlations for plume mass flow are available in the literature [1] and they are applicable for different situations. The hot layer will probably be located about one or two meters above the fire source and the flames will be close to the hot layer. Consequently is a strong plume model [1, 19] the best choice in this demonstration. The Heskestad plume correlation (Eq. 11) [19] is a strong plume model that is considered suitable.
Where ! is the convective part of the heat release rate, ! is the virtual origin and z is the position of the hot layer height (denoted ! in previous sections). The heat release is in most engineering applications provided by the designer when the design fire is chosen. With Eq. 9 or 10 and 11 a hot layer height, ! , can be found with a iterative process, i..e. by guessing values of ! and calculating ! with Eq, 11 and ! with Eq. 9 or 10 until ! = ! . In Fig. 7 , calculated values of ! in the previously mentioned CFAST and FDS simulations (x-axis) are compared to ! estimated with Eq. 9 and 11 (y-axis). The calculated ! is within 20% for both of the CFAST and FDS calculations. The difference is increased compared to the mass flow calculations (see Fig. 6 ), this is due to the introduction of the empirical plume model (Eq. 11).
Hot layer temperature
With a known hot layer height, a hot layer temperature can be derived with a simplified energy balance (see Eq. 12) that accounts for the convective energy flux out through an opening and the heat loss to the compartment boundaries [1] . Where ! is the hot layer temperature, ℎ is the heat transfer coefficient and ! is the boundaries in contact with the hot layer. The heat losses due to radiation out through the opening and the energy stored in the gases are ignored because the terms in Eq. 12 can be said to be to be dominating [1] . Equation 12 can be rewritten as an expression for temperature increase.
A more detailed explanation of this simple heat balance is available on several textbooks [1, 8, 10] . No example calculations are given here for the hot layer temperature. The heat balance can be solved with the help of Eq. 9 and a suitable plume model, e.g. as in Fig. 7 , and the hot layer temperature in a compartment with known boundary materials can be calculated. The simplified heat balance holds numerous simplifications [1] and it will probably give a rough estimate of Δ . Nevertheless such a simplified approach can be valuable for engineering estimates and can also reduced the calculation time considerably when numerous calculations are performed.
In conclusion, the derived equations can be used to perform rather simple calculations of both the hot layer height and hot layer temperature; these two properties are commonly studied in the fire safety design of buildings in order to evaluate heat and smoke exposure to occupants [22] . Consequently, it is considered that the presented equations can be of great use.
DISCUSSION AND CONCLUSIONS
For fully developed (post-flashover) fires there is a simple expression for calculating the mass flow through an opening and to the knowledge of the authors there are no similar simple expression for pre-flashover fires. However, two equations that fill this gap are presented in this paper. An advanced computer model is usually required to calculate the mass flow through an opening in a pre-flashover compartment fire. But, the simple expressions presented can be used to give a good estimate of the mass flow when the hot layer height is known. The expressions are approximations associated with some limitations, but allow for faster calculations and are believed to be a useful and powerful tool when studying multiple fire scenarios in a fire safety design.
The presented work is based on a simplified theory, which assumes a uniform temperature in a hot layer. This assumption has previously been shown to give good agreement with experimental measurements and the presented equations are considered to be useful for this situation. The equations should work reasonably well for D ranging from 0 to 0.7 and T g /T a >1.7 because the error is, according to Fig. 5 , less than 10% in this interval. The error in the predictions will increase with lower temperatures (see Fig. 5 ). But, according to the conducted evaluation it seems like the equations will give reasonable results even for temperature ratios as low as T g /T a =1.5.
Both data from computer simulations and experiments have been used in a evaluation. The two computer models used are based on assumptions and simplifications of varying degrees but both have been found to predict hot layer heights with good accuracy in previous studies [17, 20] . The experimental data is also associated with uncertainties due to e.g. measurement errors and systematic errors. The predictions with Eq. 9 are within 13% of the simulation and experimental results and for the majority of the studied scenarios it is less than 5%. This is considered to be an almost negligible difference in regard to the uncertainties that can exist in both computer models and experimental measurements [18] . Further validation studies of the equations are however recommended as well as comparsion to other types of expressions like those presented by Quintiere and Wang [5, 6] .
It has been shown in the paper that Eq. 9 could be used together with a simple plume model in order to give a rough estimate of the hot layer height in a compartment fire with a predefined heat release rate. However, plume models include several simplifications and empirical constants, which means that uncertainties will be added to the uncertainties already existing in Eq. 9. It is not considered to be good to integrate a plume model expression with Eq. 9 since it can be difficult to grasp the combined uncertainties. Also, the choice of plume model should be a delicate work where the fire and compartment size should be considered.
